ROTO-MILL PR-105 SPECIFICATIONS

-16 :u.ngsten carbide bits with 12" /305mm mandrel.
Teeth snap in for easy replacement.

Front Scraper

16" /406mm wide, floating.

Mechanical lift.

Hydrostatic Drives

Axial piston variable displacement pumps for ground drive
and control systermn. Pumps driven by CAT 3204 NA diesel
engine through multiple output drive gearbox.

Ground Drive System

Hydrostatic

3 solid hard rubber tires, 28'/711mm x 12" /305mm
wide. Power supplied to 2 wheels,

Spee u.l

Operating range. . ............. 0-320FPM/97.5MPM
Travel speed. . .. ... .... maximum 5.0 mph/8,04 km/h
Steering

Hydraulic. Front and rear; front steering for normal opera-
tions; rear steering used for tight radius tums, Includes
rear steering indicator.

Hydroulic Oil Fitration

Ten micron nominal filtration on replenishing tank and
control system.

Service Capocities

Fuel tank. . . .. ceen oo 06 1S, Gallons/211,9 1
Hydraulic il tank. . .......... 47 U.5. Gallons/177.9 1
Hydraulic replenishing tank . . B U5, Gallons 17,001
Mainframe

Welded, heavy duty structure.

Materials and spec:fw:atmns are subject to change without
notice.
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Water Tank

One, 100 11,5, Gallons/378,5 1. Centrifugal pump supplies
water to spray nozzles for dust control and cutter tooth
cooling.

Lights

Head lights. . .. .. ... e L T L 2

Rearlights. . .. ................. [ 2

Backuplights. . .. ... .. ... ..i............. L2

Work lights. ... . ... ..o iiniiicaiascasnrs 2

Amberrotating beacon_ ... ... Lo Lol 1

Cantion lights, Pront_. . _......... 00 iiiiiheiinnisid
Boar. ......covuieees Pt BT -l

Backup Alarm

Dimensions

Operating length. . .. ............... 11'9"'/358 1mm

Operating width. .. .................. £'3""/2515mm

Operating height. . . . ... .......... 97" /292 1 mm

Shipping length. .. ................. 11'9" /358 lmm

Shipping width. . S o LTI 241 3mm

Shipping height. ... ............... Q7' /292 1mm

Shipping weight. .. ... ... .... 17,000 Lbs./7 711 kg

Accessories

Auxiliary Front Cutter

Numberof teeth. .. .. ... .. ... . ... .. ... 48

12"/ 305mm long x 258"°/711mm dlameter mandrel.
Cutting depth. . . maximum, 5%"/14(mm
Cutting width. . lﬁ",-'.iﬂﬁmm standard
Hydrostatically -:lm'en planetar:r reducer gearbox.,

Cutter Mandrels
3/ T76mm to 18" /456mm
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